
Holyhead Towing Company Ltd
Newry Beach Yard, Holyhead, Anglesey LL65 1YB  UK

t. +44 (0)1407 760111
w. www.holyheadtowing.co.uk
e. towing@holyhead.co.uk

Built 2004 - Hepworth Shipyard, UK

Classification Lloyds +100 A1 Tug LMC UMS UK MCA Code of practice category I,  
150 miles from safe haven.

Dimensions Length 25.5m
Beam 9.5m
Draft minimum working 2.4m

Main Engines 2 x Cummins KTA38-M2 engines, total 2600bhp, each driving fixed pitch propellers in 
fixed Kort nozzles through ZF gearboxes fitted with box coolers

Bollard pull 34 tonnes

Max free running 
speed

11 knots

Tank Capacities Fuel  126m3

Fresh Water 72m3

Navigation Aids GPS and magentic compasses, DGPS, 2 x radars, echosounder, doppler log, AIS, 
cameras and displays, searchlights, Navtex, electronic chart display, autopilot, Inmarsat 
C, MF/HF radio, 2 x VHF (1 x DSC), wheelhouse winch control iridium satellite phone 
and fax, email, cell phone. 

Equipment Split drum anchor handling and towing winch, 45 tonnes pull at 9m/min, capacity 500m 
x 44mm towing wire, 14 tonne tigger winch, 3.5m wide stern roller with hydraulic 
guide pins, spare wire on powered storage reel, 90t/m Heila HLRM 90/55 hydraulic 
crane, capacity 29.7 tonnes at 2.9m to 5.1 tonnes at 14.47m. 2 x Cummins 50kva 
gensets, Cummins diesel hydraulic power pack KT150 bowthruster, high lift rudders, 
fuel and fresh water supply pumps, hardwood covered working deck, demountable 40 
tonne ‘A’ frame, 35 tonne tow hook.

Accommodation 12 persons. Heated and air conditioned.HOLYHEAD TOWING COMPANY LTD,
Newry Beach Yard,
Holyhead,
Anglesey, UK. LL65 1YB     

Tel:           +44 (0)1407 760111
Fax:         +44 (0)1407 764531 
website:   www.holyhead.co.uk   
e mail:      towing@holyhead.co.uk        

BUILT                                    Hepworth Shipyard, Paull,UK 2004 

CLASSIFICATION                 Lloyds + 100 A1 Tug LMC 
                                               Loadline Certificate

DIMENSIONS                        LOA                                 25.5m 
                                               Beam 9.5m
                                               Depth                                3.6m
                                               Working Draft                    2.4m

MAIN ENGINES                    2 x Cummins KTA 38M2 engines, total 2.600 BHP, ZF gearboxes. Fitted with box cooling
                                               and fixed Kort nozzles.

BOLLARD PULL                   34 tonnes 

SPEED                                  11.2 knots 

TANK CAPACITIES 126m³

FRESH WATER CAPACITY 12m³ domestic plus up to 60m³ ballast / supply

NAVIGATION AIDS               Magnetic and GPS compasses. Autopilot, 2 x daylight viewing radars, Echosounder, 
                                               2 x VHF radios, one DSC, MF DSC Radio, Navtex receiver, GPS navigator, Electronic
                                               chart display, CCTV system, talkback units, wheelhouse winch control, Searchlights, 
                                               GMS phone and fax. Irridiium Satellite phone.

ACCOMMODATION              For up to 12 persons maximum in 6 cabins, heated and air-conditioned.

EQUIPMENT INCLUDES      Split drum anchor handling and towing winch, 45 tonnes pull @ 9m/min, capacity 500m x 
                                               44mm towing wire. 14 tonne tugger winch. 3.5m wide stern roller with hydraulic guide pins. 
                                               Spare wire on powered storage reel in hold. 90 t/m Heila HLRM 90/55 hydraulic crane, 
                                               capacity 29,700kg @ 2.89m to 5,100kg @ 14.47m. 2 x Cummins 50 kva gensets. Cummins 
                                               diesel hydraulic power pack KT 150 bow thruter. High lift rudders. Fuel and fresh water
                                               supply pumps. Hardwood covered working deck. Demountable 40 tonne ‘A’ frame. 35 tonne
                                               tow hook.

AK SUNKAR
Twin screw shallow draft seagoing tug/workboat

Afon Alaw
Twin screw 25m shallow draft seagoing tug/workboat
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Holyhead Towing Company Ltd
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Holyhead Towing
Tough Dependable Workboats
Afon Alaw
Twin screw 25m shallow draft seagoing tug/workboat
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BUILT                                    Hepworth Shipyard, Paull,UK 2004 

CLASSIFICATION                 Lloyds + 100 A1 Tug LMC 
                                               Loadline Certificate

DIMENSIONS                        LOA                                 25.5m 
                                               Beam 9.5m
                                               Depth                                3.6m
                                               Working Draft                    2.4m

MAIN ENGINES                    2 x Cummins KTA 38M2 engines, total 2.600 BHP, ZF gearboxes. Fitted with box cooling
                                               and fixed Kort nozzles.

BOLLARD PULL                   34 tonnes 

SPEED                                  11.2 knots 

TANK CAPACITIES 126m³

FRESH WATER CAPACITY 12m³ domestic plus up to 60m³ ballast / supply

NAVIGATION AIDS               Magnetic and GPS compasses. Autopilot, 2 x daylight viewing radars, Echosounder, 
                                               2 x VHF radios, one DSC, MF DSC Radio, Navtex receiver, GPS navigator, Electronic
                                               chart display, CCTV system, talkback units, wheelhouse winch control, Searchlights, 
                                               GMS phone and fax. Irridiium Satellite phone.

ACCOMMODATION              For up to 12 persons maximum in 6 cabins, heated and air-conditioned.

EQUIPMENT INCLUDES      Split drum anchor handling and towing winch, 45 tonnes pull @ 9m/min, capacity 500m x 
                                               44mm towing wire. 14 tonne tugger winch. 3.5m wide stern roller with hydraulic guide pins. 
                                               Spare wire on powered storage reel in hold. 90 t/m Heila HLRM 90/55 hydraulic crane, 
                                               capacity 29,700kg @ 2.89m to 5,100kg @ 14.47m. 2 x Cummins 50 kva gensets. Cummins 
                                               diesel hydraulic power pack KT 150 bow thruter. High lift rudders. Fuel and fresh water
                                               supply pumps. Hardwood covered working deck. Demountable 40 tonne ‘A’ frame. 35 tonne
                                               tow hook.

AK SUNKAR
Twin screw shallow draft seagoing tug/workboat


